
MIST
Acollectionof standingandpendant
acoustic lighting solutions. Pioneering
indesignandbeautiful in craft.
DesignedbyMajaGanszyniec

Fact sheet



MIST FLOOR I Fact sheet

SHAPES AND DIMENSIONSmm +/-5mm
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Type:Floor lamp

Lightversion:LED (inside, top)

Recommendeduse: Hotels, Restaurants,Cafes,Breakout areas, Receptions

GENERAL

Powdercoatedaluminum Powdercoatedsteel

Plexiglass Sourceof light

Semitransparentcurtain (for translucencyof theproduct)

COMPOSITION

WEIGHTS kg

SHORT (1180×1360)

45 35

TALL (800×1600)

SOUND ABSORPTION AOBJ PER ISO 354 FOR MIST H1360
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The lamp isdeliveredwithablackpowercable (3m)andelectricwire typeFR.
Otherelectrical standardsshouldbemarkedontheorder.

FIXING SYSTEM

ALEDstripmountedunderthe topcoverof the lampprovidesambient
lightingthatdoesnothurt theeyes.

ACOUSTIC PROPERTIES

Attenuation Medium
andhigh tones
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AcircleQi inductionchargerora twinUSB-Aport canbemounted ina top
coverof theShort lamp (1360mmheight). Bothcome inmattblack.

OPTIONAL ELECTRIC CHARGERS

Inductioncharger (Ø64mm)
Input: 100-240VAC |50-60Hz
Output: 1A

TwinUSB-Aport (Ø40mm)
Input: 100-240VAC |50-60Hz
Output: 2A

LED TAPE LIGHT SOURCE PROPERTIES

Wattage: 55W(Short) / 50W(Tall)
InputVoltage: 230VAC
ColorTemperature: 3000K/4000K
Average rated life: L90B2050000h
Certificates:CE



MIST PENDANT I Fact sheet

SHAPES AND DIMENSIONSmm +/-5mm
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Type:Pendant

Lightversion:LED (topandbottom)

Recommendeduse: Hotels, Restaurants,Cafes,Breakout areas, Receptions

GENERAL

Powdercoatedsteel Powdercoatedaluminum

Semitransparentcurtain Sourceof light

COMPOSITION

WEIGHTS kg

ROUND (ø850)
6 8

OVAL (850×1250) The lamp isdeliveredwitha transparentpowercable.Thecanopycolor is
definedbytheselectedcolorofprofile.

FIXING SYSTEM
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LED TAPE LIGHT SOURCE PROPERTIES (IN ROUND VERSION)

Wattage: 40W
InputVoltage: 230VAC
LumenOutput: 2000 lm
Efficacy: 50 lm/W
ColorTemperature: 3000K/4000K
CRI: 90 UGR: 18
Colour tolerance:MacAdam<3
Average rated life: L90B2050000h
Certificates:CE

LED TAPE LIGHT SOURCE PROPERTIES (IN OVAL VERSION)

Wattage: 60W
InputVoltage: 230VAC
LumenOutput: 2600 lm
Efficacy: 43 lm/W
ColorTemperature: 3000K/4000K
CRI: 90 UGR: 18
Colour tolerance:MacAdam<3
Average rated life: L90B2050000h
Certificates:CE
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LED TAPE PHOTOMETRIC DISTRIBUTION
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Polar intensitydiagram
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MIST I Fact sheet

DESIGNER MONOCHROMATIC SETS

DekomaNative
Water 16

Kvadrat Frost
0926

KvadratAir4
0943

Grey
NCS2002-R

NCSS5010-B90G

DekomaNative
Sky18

Kvadrat Frost
0706

KvadratAir4
0723NCSS3020-R90B

Blue

Green

Anthracite
NCSS7500-N

DekomaNative
Grey31

Kvadrat Frost
0166

KvadratAir4
0353

Kvadrat Frost
0126

Beige
NCSS2002-450R

DekomaNative
Sand07

KvadratAir4
0133

Terracotta
NCSS3030-Y70R

Kvadrat Frost
0306

The lamp isavailable insixmonochromaticcolorsets, consistingof thecolorof themetal/aluminumpartandthecorrespondingshadeof thecurtain's fabric.

SELECTION OF CURTAINS

Native
byDekoma 115 285 BS EN 1021-1

BS EN 1021-2
4-5

100%
polyester

Frost
byKvadrat

150 300
BS EN 1021-1
BS EN 1021-2
DIN 4102-B1

5-7
50% polyester FR,
50% polyester

Air
byKvadrat

220 300
BS EN 1021-1
BS EN 1021-2
DIN 4102-B1

6-7100%Trevira CS

NAME COMPOSITION WEIGHT
g/m2

WIDTH
mm

FLAMMABILITY
certificates

LIGHTFASTNESS
ISO 105-B02
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Dependingon the size, theproduct is shipped in following sizesofpackaging:

1265×385×1395 mm(FloorTall) 865×385×1635mm(FloorShort)

875×875×555 mm(PendantRound) 1275×875×555mm(PendantOval)

PACKAGING (LxWxH)

Keep theproductdryandaway fromairconditioningandventilation system
Keepaway fromdirect sun light andheat sources
Vacuumregularly

CARE




